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Màn TP-220 A£kTnc JT-220 
Cartridge and stylus Magnetic stereo cartridge (VM type) FM section 
(No, AT 3601) and 0.6 mll diamond Frequency range ............... 87.5-108 MHz 
stylus (No ATN 3601) Usable sensitivity ............... 2.0uV (mono) 
Stylus pressure 1.5-2.5 g. Signal to noise ratio (1 mV ANT.)70 dB (mono) 
Power source AC 120/220/240 V, 50/60 Hz Harmonic distortion (1kHz) ..... 0.2% (mono) Å 
Frequency response ............ 30 Hz-15 kHz (+1/-2 dB) 
Power consumption 2W Stereo separation (1 kHz) ....... 40 dB 
Dimentions (Approx.) 420 (W) x340 (D) x110 (H) mm IF rejection «.. eee er meg 75 dB 
Weight (Approx.) 3.6 kg ARA 75 ohms unbalanced 


— Specifications subject to change without notice. 


AM section 
Frequency range ............... 525-1602 kHz 
" Sensitivity... celos ee ele 350uV/m 
Evioxurüc JA-220 Signal to noise ratio (5 mV/m) ...40 dB 
; Selectivity ...........0000 S áraka 30 dB 

Continuous output power ....... 27W x2 (at 4 ohms, 
Input sensitivity and impedance 

PHONO tessa 2.5 mV/47 kohms General 

AUX-CD/TUNER/TAPE PLAY — 150 mV/47 kohms Power requirements ............ AC: 18 V, 50/60 Hz 
Phono overload level............ 130 mV RMS (at 1 kHz) Power consumption............. AC: 18 V, 200 mA (maximum) 
Output level Dimentions (Approx.) ........... 420 (W)x200 (D) x80 (H) mm 

TAPE REC .... esee 150 mV Weight (Approx.) ....... esses 2.6 kg (6 Ibs.) 
Frequency response ............ 20-20000 Hz (AUX-CD) 
Tone control response 

BASS annarar A +  8dB (at 100 Hz) 

TBEBLE.:. Rus +  8dB (at 10 kHz) 
Loudness control response 

100 Hz/10 kHz................ #8 dB/44 dB 
Signal to noise ratio ............ 95 dB (AUX-CD) 
Power requirements............. AC:120/220/240V, 50/60 Hz 
Power consumption............. 40 W 
AC oOutlets............s.s.ssssaa a Unswitched:x2 total 200 W (max.) 
AC output socket............... AC: 18V, 200 mA (max.) 
Dimentions (Approx.) ........... 420 (W) x200 (D) x80 (H) mm 
Weight (Approx.) ............... 4 kg (9 Ibs.) 


KaoeTógwvo NTek RD-220 


A 
ap E UE Metal, CrO,, normal tape N SANYO 
Recording system............... AC bias, 4-track stereo /N 


Erasing system ................. AC erasing, 2-track 

Tape speed...................., 4.75 cm/sec. (1-7/8 i.p.s.) 

Rewind and fast forward time....Approx. 110 sec (C-60) AOHNA: SANYO HELLAS A.E.B.E. 
Eccc ud ME Mak Fd NN. KHQOIZIAX 43 MAPOYSI THA. 68.33.960 
rr 40-16,000 Hz (CrO,) MET APO SANYO - ANETO l'IAPKINTK 

ME ONDE 40-13,000 Hz (normal) SERVICE: AXAPNON 376 & KABAÐH 
Signal to noise ratio (metal tape) 65 dB (Dolby NR on) AT. EAEYOEPIOX AXAPNON THA: 2025510 
FORCE AINE 57 dB (Dolby NR off) 

In DUts: ioo teer cr E T MIC: 400 ohms to 10 kohms (0.3mV) OEZ/NIKH: BEAXAN A.E 

inue Nm e d mE LINE IN: 50 kohms (100mV) ` D 

Outputs ..........0....... `... LINE OUT2 kohms (0.4V) TEIMIZKH & 2AAAMINOZ 5 - THA: 535563 
Ra ða PHONES: 8 ohms to 10 kohms SERVICE: AOZH?. 5 - THA: 512908 

P i [S roe aco a AC: 120/220/240 V, 50/60 H = 
aea að nn BW i KAI ZE OAA TA KANA KATAZTHMATA 
Dimentions (Approx.) ........... 420 (W) x200 (D) x110 (H) mm : 


Weight (Approx.) ............... 4 kg. (9 Ibs.) 


